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Tryckgivare Piezoresistiv
Maximalt tryck Positiv sida 15 bar * 20 bar

Negativ sida 10 bar * 20 bar
Felmarginal tryck 0.15% av tryckområdet
Felmarginal temperatur 1.5% över omgivnings -och medie 

temperatur
Medietemperatur -5 upp till 90°C
Omgivningstemperatur -5 upp till 50°C
Lagringstemperatur -5 upp till 50°C
Anslutningar för tryckslangar R21 snabbkopplingar
Batteri 2 x AA NiMH uppladdningsbara batterier
Strömförbrukning 55 mA max
Tryckenheter 11st
Flödesenheter 11st 
KV område 0-99999 med 0.1 steg
Mått 94 x 218 x 40 mm
Vikt 380 g med batterier
Kapslingsklass IP 65
Kalibreringsintervall 12 månader oavsett användningsfrekvens

*valfri
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Pressure Sensor Piezoresistive true diff erential
Maximum Overpressure positive side 15 bar *20 bar

negative side 10 bar *10 bar
Nonlinearity and Hysteresis 
Error

0.15% of pressure range

Temperature Error 1.5% over ambient and medie temperature
Medie Temperature -5 up to 90°C
Ambient Temperature -5 up to 50°C
Storage Temperature -5 up to 50°C
Pressure Connection R21 quick couplers
Battery 2 x AA NiMH rechargeable batteries
Power Consumption 55 mA max
Pressure Units 11 pieces
Flow Units 11 pieces
KV range 0-99999 with 0.1 step
Dimensions 94 x 218 x 40 mm
Weight 380 g including batteries
Protection class IP 65
Calibration Validity 12 months

*optional


